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Audio handset - 2 wires

Calls to master concierge unit.

Activates door lock for door opening process.

Receives calls from its building entry panels, 

general entrances and concierge stations.

Door bell input terminals (HZ).

Ring tone volume adjustment and off position.

Extra button for: 

          - Dry contact relay activation.

          - Activation of BUS relay SAR-2Plus.

Up to three units inside an apartment.

Compatible with 2Plus and V2Plus indoor units.

Diagram

Due to continuous product improvement, all colors, sizes, materials, finishes and specifications, are subject to change without notice.

For further details download the instructions manual. 

Dimensions: 88 (W) 235 (H) 56 (D) mm

HZ

Dimensions: 88 (W)

SOB-UNI
Desktop adaptor

MAC-500
Replacement frame

T-5822VD is a V2Plus technology audio handset. It 

is used in 2 wires audio/video BUS technology 

(2Plus and V2Plus). T-5822VD handset is 

compatible with Nexa entry panels using EL620 

module or with any other Golmar panel from Plus 

technology, using the CD-2Plus or  CD-V2plus/TP 

converters.

T-5822VD allows 2 extra handsets or video 

monitors from V2Plus technology in parallel 

connected in the same apartment.   

V2Plus is a 2 wires audio and video BUS. The BUS 

is not polarized what makes V2Plus an easy-to-

install system.   
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